
PRODUCT INFORMATION OF NON-CERTIFIED STANDARD PALLETS

CERTIFICATIONS:
PalNet air cargo pallets are manufactuered but not certified according to  
NAS 3610, Rev. 10/  ETSO-C90c / TSO C90c. PalNet GmbH Air Cargo Products is  
an Approved Manufacturing Organisation, LBA DE.21G.0151, and holder of  
Alternate Procedures to Design Organisation Approval (AP to DOA) No. AP152.

DESCRIPTION:
The PalNet air cargo pallets are consisting of a high resistant aluminium  plate 
(alloy 7075-T6 or 7021-T6) and four edge rails (alloy 7020-T6) with a continuous 
seat track according to MS 33601 A. The four edge rails are forming a frame  
around the plate. The  plate and the edge rails are connected by high tensile 
aluminium forged corners and stainless steel rivets around the perimeter of the 
edge rail frame. Due to the non-welded construction damaged edge rails are 
easy to replace. IATA markings on both long sides are standard. ODLN sticker is 
also standard.

OPTIONS:
Edge rails and corners can be anodized according to customer`s request. Nets 
can be permanently attached. Airline logo can be painted in the middle of the 
sheet. Bar codes can be fixed either in the seat track or on the edge rail.

CMM can be ordered through our website www.palnet-acp.com/cmms.html

Pallet Size P/N MGW Tare weight

60.4“ x 96“ 25Q08 5,400 lbs / 2,449 kg 115 lbs / 52 kg

61.5“ x 96“ 25N09 5,400 lbs / 2,449 kg 117 lbs / 53 kg

55“ x 96“ 25Y11 5,400 lbs / 2,449 kg 110 lbs / 50 kg

60.4“ x 125“ 25L14 7,000 lbs / 3,175 kg 145 lbs / 66 kg
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